Note:  This section is a common document on a multi-contract project.  
SECTION 015123 - CONSTRUCTION HEAT AND TEMPORARY HEAT
 GENERAL
CONSTRUCTION HEAT - ALL CONTRACTS
Prior to the time the building or any major part of the building is enclosed, provide construction heat (as differentiated from temporary heat), of a nature as required and approved to accomplish the following:
Protect materials and equipment being installed as part of the Contract from freezing.
Enable workers to accomplish their respective tasks in a satisfactory manner.
Maintain construction schedules.
Do not use electric heaters.
TEMPORARY HEAT - BUILDING ENCLOSED
Construction Work Contract:
Temporary heat shall be provided under the Construction Work Contract for all Contracts related to the Project.
Provide temporary heat, starting at such time as directed, when in the opinion of the Director’s Representative, the building, or any major part of it is enclosed.
The building, or any part of it, shall be considered enclosed when the exterior walls and roof deck or overhead closures are sufficiently completed to exclude the elements, except for windows, doors, ventilators, and similar openings which shall be temporarily sealed weathertight with suitable closures.
In the event a building under construction is of window wall design, and the window walls are not installed as scheduled, provide temporary weathertight wall closures in sufficient time so as not to delay construction of the building.
When determining the number of temporary heating days required for subparagraph below, it would be prudent to consult with the Bureau of Contract Awards to aid in adjusting the number of days, dependent upon how the award delay process effects the project schedule.  Word processing person:  delete underline before entering information.
Include in the contract sum the cost of providing temporary heat for __ days.
The actual number of days required for temporary heat shall be as determined by the Director’s Representative.
In the event such determination results in more or less than the specified number of days, the contract sum will be adjusted by Order on Contract.
Applicable daily charges for price adjustment (if any) shall be the average daily rate paid during the period of temporary heat, i.e. (total cost of providing temporary heat divided by the number of days).  Furnish daily records of temporary heat costs to the Director’s Representative, so that necessary price adjustments may be calculated.
Temporary heat consists of, but is not limited to, the following:
Furnishing and operating a sufficient number of temporary heating units to maintain required temperatures.
Furnishing units of approved manufacture, complete with a combustion chamber and a smoke flue outlet, so designed that all products of combustion are vented through smoke flue piping to the exterior of the building.  Do not use electric heaters.
Furnishing fuel for maintaining temporary heat.
Maintaining building temperature between 45 and 55 degrees F, unless higher temperatures are required for the installation of specified materials.
Moving, relocating, and adjusting heating units as required or directed, to protect the Work of all Contracts.
Taking precautions necessary to protect all portions of the building from smoke or gas damage and to prevent hazardous conditions which could result in damage to property or injury to persons.
In addition:
Obtain quantities from the Mechanical Designer and insert quantities in 2 subparagraphs below.  Delete underlines before entering information.
Provide and maintain __ eight inch scale direct reading thermometers in the building, at locations directed.
Provide where directed in the building, __ seven day, self contained recording thermometers, for the purpose of recording air temperatures in the building.
Thermometers:  Model SL4100 by Dickson Data, 920 S. Westwood Ave., Addison, IL  60101, (800) 757-3747, www.dicksondata.com.
Charts:  Furnish and deliver to the Director’s Representative at the site, a supply of charts and ink, in quantity as required for the duration of temporary heat.  Furnish charts of the 7 day type, designed for working temperatures from 0 degrees F to 100 degrees F (Dickson Model 2012).
The Director’s Representative will maintain operation of the thermometers.
Recording thermometers and charts shall become the property of the State.
RESPONSIBILITY
Construction Work Contract:
Assume responsibility for damage due to frost and freezing during the period when temporary heat is required to be provided.  Repair damage due to improper equipment, such as stains, smudges, soot or fire.
All Contracts:
Progress the Work so that temporary heat can be provided as and when specified and directed.
TEMPORARY HEAT - OPERATION BY STATE PERSONNEL
When, in the opinion of the Director’s Representative, the permanent heating system is completed, the Director’s Representative will arrange for operation of the heating system in accordance with the provisions of Article 20 of the General Conditions concerning State occupation and operation.  At such time, Contractor will be relieved of responsibility for temporary heat.
 PRODUCTS (Not Used)
 EXECUTION (Not Used)
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