Note:  This section is not a common document on a multi-contract project.  Include only in the lead contract.
SECTION 015526 - TRAFFIC MAINTENANCE AND PROTECTION
Use this section when protection of vehicular traffic is required.  This section should only be used when approved by the Business Unit Leader.  Cost control should be made aware that this section is being included.
 GENERAL
DESCRIPTION
The Work of this Section consists of maintaining traffic and protecting the public from damage to persons and property within the limits of and for the duration of this contract.
Maintain traffic over a reasonably smooth traveled way marked by signs, delineators, guiding devices and other acceptable methods in conformance with the National Manual on Uniform Traffic Control Devices for Streets and Highways 2003 Edition (National MUTCD ) and the New York State Supplement to the National Manual on Uniform Traffic Control Devices for Streets and Highways – 2003 Edition (NYS Supplement) available at:   https://www.dot.ny.gov/mutcd
APPLICABILITY
The Work of this Section shall be required in all areas within the project limits that will be open to public vehicular traffic.
RESPONSIBILITY
Assume responsibility for conducting operations in a manner to ensure the safety and convenience of all travelers and adjoining property owners within the limits of and for the duration of the contract.
 PRODUCTS
MATERIALS
Comply with the requirements of DOT Section 700 Materials as they apply to the various materials required for the Work of this Section.
Provide sign panels of aluminum, galvanized steel or plywood with faces of reflective sheet material and non-reflective black characters conforming to DOT Section 730-13.
Provide delineators, barricades, and lighting for construction barricades in accordance with the requirements of National MUTCD and NYS Supplement.  Where reflective materials are required, conform to DOT Section 730-05.02 except where glass or plastic buttons are used as delineators.  Barricades, cones and drums may use reflective materials conforming to DOT Section 730-05.01.
Provide pavement delineation of reflective paint or reflective pressure sensitive pavement marking tape.  Line segments shall be a minimum of 4 inches wide and 36 inches long applied with the long axis of the segment parallel to the direction of traffic.
 EXECUTION
GENERAL
Remove construction equipment and materials from roadway during non-working hours or provide protection in such a manner that they will not constitute a traffic hazard.
Conduct and schedule the Work in a manner that will minimize the time during which the traveling public will be exposed to hazards.
Do not park employees’ personal vehicles within the work area in a manner that they will constitute a traffic hazard.
Provide a traveled way suitable for two lanes of moving traffic.  Keep traveled way reasonably smooth and hard at all times.
Keep the traveled way of all public highways utilized for hauling materials to or from this project free of foreign objects that may fall or drop from transporting vehicles.
Correct dusty conditions resulting from the Work by the use of calcium chloride and/or water.  Distribute water uniformly by the use of suitable spray heads or spray bar.  The Director’s Representative will be the sole judge of the need for the application of water for dust control.  Apply water at the intervals and locations ordered by the Director’s Representative.
Whenever it becomes necessary to maintain traffic on one lane, provide adequate traffic controls on the Section of Roadway on which vehicle traffic is maintained.  Provide competent flag persons or traffic signals at the location which will in the judgment of the Director’s Representative adequately and continuously control one lane traffic.
Provide a sufficient number of competent flag persons in areas where construction operations are in potential conflict with public vehicular traffic.  Flag person shall wear orange hats or caps and vests in conformance with National MUTCD and NYS Supplement.
Maintain safe and adequate ingress and egress to and from intersecting highways, residences, and commercial establishments.
The Contractor is not responsible for removal of snow and ice from pavements or traveled ways open to public vehicular traffic.
Maintain existing and new drainage structures, culverts, and ditches to adequately drain the traveled way.
Provide, maintain, move and remove delineation and guiding devices to properly delineate a safe and reasonable roadway.  Delineate areas on which it is unsafe to travel.
Delineate dropoffs less than 6 inches by providing approved delineators at intervals of not more than 200 feet.  Where the drop off is between 6 inches and 18 inches, the spacing between delineators shall not be more than 100 feet.  Where the drop off is greater than 18 inches, a continuous delineation consisting of 2 inch or wider brightly colored flexible tape shall be used in addition to individual delineators provided they are properly painted and reflectorized in accordance with National MUTCD and NYS Supplement.
Maintain existing highway signs, markers, delineators, and their supports.  Where necessary, relocate existing signs in conformance with National MUTCD and NYS Supplement.  Replace signs lost or damaged as a result of contract operations.
CONSTRUCTION SIGNS
Provide, maintain, move, and remove reflectorized construction signs in accordance with the requirements of National MUTCD and NYS Supplement
Paint supports and backs of sign panels with two coats of white paint.
Mount construction signs a minimum of 5 feet above the surface of the traveled way.
CONSTRUCTION BARRICADES
Provide, maintain, move and remove lighted construction barricades in accordance with the requirements of National MUTCD and NYS Supplement
Provide flashing barricade lights of Type A, low intensity conforming to the requirements of National MUTCD and NYS Supplement
Hours of operation for barricade lights shall be from dusk to dawn.
PAVEMENT DELINEATION
Provide pavement delineation in accordance with National MUTCD and NYS Supplement on each course of asphalt concrete upon which traffic will be maintained.
Apply pavement delineation before the end of the working day.
OPENING ROADWAY TO TRAFFIC PRIOR TO CONTRACT ACCEPTANCE
Maintain and protect traffic on any portion of pavement or structure ordered in writing by the Director or as shown on the drawings to be opened to traffic prior to contract acceptance.
REMOVAL OF TRAFFIC CONTROL DEVICES
Promptly remove all delineators, signs, barricades, and pavement workings when in the opinion of the Director’s Representative their presence constitutes a hazard or inconvenience to the traveling public.
Remove all remaining traffic control devices upon completion of the Work of this contract unless otherwise ordered in writing by the Director’s Representative.
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