Note:  This section is a common document on a multi-contract project.
SECTION 017329 – REMOVALS, CUTTING, AND PATCHING
 GENERAL
RELATED WORK SPECIFIED ELSEWHERE
Rubbish Removal:  Section 015000.
Use 2 paragraphs below if green (LEED, sustainable design, etc.) project.
Construction Waste Management:  Section 017419.
Construction Indoor Air Quality Management:  Section 018119.
Delete paragraph below if not required.  Section 028213 covers the abatement (usually removal) of materials containing asbestos.  On multi contract projects add, in parentheses after “028213”, the contract containing section 028213.
Asbestos Abatement:  Section 028213.
DEFINITIONS
Remove: Detach items from existing construction and dispose of them off-site unless indicated to remain the Property of the State.
PROJECT CONDITIONS
Existing Conditions:  Do not disturb existing structures, construction, materials or equipment unless required by the Contract.
Do not cut, drill, or remove structural members such as joists, beams or columns supporting construction that is to remain unless expressly required by the Contract Documents.
Use paragraph below on all rehabilitation projects if existing hazardous material information (Document 003126) is not included in the project manual.
Existing Paint:  Assume existing painted surfaces to contain lead based paints.  Take precautions as required to prevent spread of lead containing particles and dust.
Use paragraph below on all rehabilitation projects if existing hazardous material information (Document 003126) is included in the project manual.
Existing Paint:  A lead survey was performed on existing surfaces for the presence of lead based paints.  A list of the surfaces tested and the results of the survey are in Document 003126.  Take precautions as required to prevent the spread of lead containing particles and dust.
Assume existing painted surfaces that have not been tested to contain lead based paint.  Take precautions as required to prevent spread of lead containing particles and dust.
Use paragraph below for multi-contract projects.  Insert items which are to remain the property of the state.
Items to Remain the Property of the State:  The following items shall remain the property of the State and shall be stored at the site where directed:
Construction Work Contract:
HVAC Work Contract:
Plumbing Work Contract:
Electrical Work Contract:
Use paragraph below for single contract projects.  Insert items which are to remain the property of the state.
Items to Remain the Property of the State:  The following items shall remain the property of the State and shall be stored at the site where directed:
 PRODUCTS
MATERIALS
If paragraph below is not sufficient for special project requirements, add subparagraphs for specific patching materials.  On multi-contract project, put contract designation on subparagraphs if required.
Match the appearance and performance of existing corresponding materials as closely as practicable, unless otherwise indicated.
 EXECUTION
EXAMINATION
Prior to cutting, drilling or removal, investigate both sides of the surface involved.  Determine the exact location of structural members.
If unforeseen obstructions are encountered, take precautions necessary to prevent damage and obtain instructions from the Director’s Representative before proceeding with the Work.
PREPARATION
Provide temporary shoring and other supports necessary to prevent settlement or other damage to existing construction which is to remain.
Prepare existing surfaces properly to receive and, where required, bond with the Work.
REMOVALS, CUTTING, AND ALTERING
In addition to the items indicated to be removed on the Drawings, remove existing construction superseded by the Work except items such as pipes, conduits, recessed boxes, and ducts which are built into existing construction that is to remain.  Cut off and conceal such items at face of remaining construction.  Provide cover plates on recessed boxes.
Remove and alter existing construction as required to install and connect the Work to adjacent construction in an approved manner.
Cut and alter existing materials as required to perform the Work.  Limit cutting to the smallest amount necessary.  Core drill round holes and saw cut other openings where possible.
Perform cutting, drilling, and removals in a manner which will prevent damage to construction which is to remain.
Delete paragraph below if not required.
Perform removal of items to remain the property of the State with such care as necessary to prevent damage to these items.
PATCHING
Patch existing construction and finishes defaced, damaged, or left incomplete due to alterations and removals.  Patching, except as otherwise indicated, shall be limited to the areas which have been cut or altered.  Finish patched surfaces to match existing adjacent surfaces as closely as practicable.
Perform patching around items penetrating existing construction in a manner that will maintain the water and fire resistive capability of the existing construction.
Omit “and cover plates” in paragraph below if not applicable.
Paint patched areas and cover plates to match existing adjacent surfaces as closely as practicable using same type of paint.  Painting, except as otherwise indicated, shall be limited to the areas which have been patched.
Where surfaces exposed by removals are to remain as exposed surfaces, paint such areas to match existing adjacent surfaces as closely as practicable using same type of paint.
REINSTALLATION
Where reinstallation of removed items is indicated, reinstall them to a condition equal to or better than their condition before removal.
END OF SECTION 017329
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