SECTION 102814 - ELECTRIC HAND DRYERS
See information at end of Section.
[bookmark: PART_1_-__PART_1___GENERAL][bookmark: PART_1_-] GENERAL
[bookmark: 1.1_1.01_SUBMITTALS_(Provide_submittal_i][bookmark: A.__PA._Product_Data:__Catalog_sheets,_s]SUBMITTALS
[bookmark: _Hlk133254432]Submittals for this section are subject to the re-evaluation fee identified in Article 4 of the General Conditions. 
Manufacturer’s installation instructions shall be provided along with product data. 
Submittals shall be provided in the order in which they are specified and tabbed (for combined submittals). 
Product Data: Catalog sheets, specifications and installation instructions.
[bookmark: B.__B._Contract_Closeout_Submittals:]Contract Closeout Submittals:
[bookmark: A.___1._Operation_&_Maintenance_Data:__D]Operation & Maintenance Data: Deliver 2 copies, covering the installed product to the Director’s Representative.
[bookmark: A._Re-Evaluation_Fee:__In_accordance_wit][bookmark: PART_1_-__PART_2___PRODUCTS] PRODUCTS
[bookmark: 2.1_2.01_ELECTRIC_HAND_DRYERS_-_RECESSED]ELECTRIC HAND DRYERS - RECESSED
Use either of next 2 Paragraphs for light duty applications.
Sensor Operated: 
Excel Dryer Corp.’s R76-IW 110V (White)/R76-IC 110V (Chrome).
Jetair Inc.’s U1623EA (Stainless Steel)/U1622EA (White).
[bookmark: A.]World Dryer Corp.’s NO TOUCH NR126 (Chrome Plated)/ NR126-PWHC (White)
Approved equivalent.
[bookmark: A.__B._Pushbutton_Operated:__Excel_Dryer]Pushbutton Operated: 
Excel Dryer Corp.’s R76-W 110V (White)/R76-C 110V (Chrome).
Jetair Inc.’s U1623 (Stainless Steel)/U1622 (White).
[bookmark: B.]World Dryer Corp.’s AIRSPEED WR126 (Chrome Plated)/WR126-PWHO (White).
Approved equivalent.
Use either of next 2 Paragraphs for heavy duty applications.
Sensor Operated: Furnish units which have swivel type discharge nozzles fixed so that the nozzle remains in a downward pointing direction.
Bobrick Washroom Equipment Inc.’s B-750 115V #829 (White)/B- 7507 115V #900 (Platinum).
World Dryer Corp.’s XRA5-PWHC (White)/ XRA5- 429C (Platinum).
Approved equivalent.
Pushbutton Operated: Furnish units which have swivel type discharge nozzles fixed so that the nozzle remains in a downward pointing direction.
Bobrick Washroom Equipment Inc.’s B-751 115V #829 (White)/B-7517 115V #900 (Platinum).
World Dryer Corp.’s RA5-PWHC (White)/ RA5-429C (Platinum).
Approved equivalent.
Use the following for security/anti ligature operations.
SENSOR OPERATED, ANTI-LIGATURE
Manufacturers: 
American Specialties High Speed Anti Ligature Hand Dryer, Model #0198 MH.
Approved equivalent.
ELECTRIC HAND DRYERS - SURFACE MOUNTED
Use either of next 2 Paragraphs for light duty applications.
[bookmark: 2.2_Sensor_Operated,_Anti_Ligature][bookmark: A.__A._Sensor_Operated:__Excel_Dryer_Cor]Sensor Operated: Furnish units which have swivel type discharge nozzles fixed so that the nozzle remains in a downward pointing direction.
Excel Dryer Corp.’s HO-IW 110V (White)/HO-IC 110V (Chrome).
Jetair Inc.’s U1523EA (Stainless Steel)/U1522EA (White).
World Dryer Corp.’s NO TOUCH NT126 (Chrome).
Approved equivalent.
[bookmark: B.__B._Pushbutton_Operated:__Excel_Dryer]Pushbutton Operated: Furnish units which have swivel type discharge nozzles fixed so that the nozzle remains in a downward pointing direction.
Excel Dryer Corp.’s 76-W 110V (White)/76-C 110V (Chrome)
Jetair Inc.’s U1523 (Stainless Steel)/U1522 (White).
World Dryer Corp.’s AIRSPEED WA126 (Chrome Plated)/WA126-PWHC (White).
Approved equivalent.
Use either of next 2 Paragraphs for heavy duty applications.
[bookmark: C.__C._Sensor_Operated:__Bobrick_Washroo]Sensor Operated: Furnish units which have swivel type discharge nozzles fixed so that the nozzle remains in a downward pointing direction.
Bobrick Washroom Equipment Inc.’s B-700 115V #829 (White)/B- 7007 115V #900 (Platinum).
World Dryer Corp.’s XA5-PWHC (White)/ XA5-429C (Platinum).
Approved equivalent.
Pushbutton Operated: Furnish units which have swivel type discharge nozzles fixed so that the nozzle remains in a downward pointing direction.
Bobrick Washroom Equipment Inc.’s B-701 115V #829 (White)/B-7017 115V #900 (Platinum).
[bookmark: 1.___1._Furnish_units_which_have_swivel_]World Dryer Corp.’s A5-PWHC (White)/ A5-429C (Platinum).
[bookmark: PART_1_-__PART_3___EXECUTION]Approved equivalent.
[bookmark: PART_3_-] EXECUTION
3.1 [bookmark: 1.1_3.01_INSTALLATION][bookmark: A.__A._Unless_otherwise_indicated_instal][bookmark: 3.1]INSTALLATION
Unless otherwise indicated install hand dryers at the following heights:

	DRYER MOUNTING HEIGHTS
(in inches as measured from finish floor to bottom of dryer housing)

	
	SURFACE
	RECESSED

	MEN
	46
	44

	WOMEN
	44
	40

	CHILDREN
	---
	---

	Ages 3-7
	32
	28

	Ages 8-10
	36
	32

	Ages 11-13
	40
	36

	Ages 14-18
	44
	40

	HANDICAPPED
	40
	40

	
	
	


END OF SECTION 102814
The remainder of this section is for information only; not to be included in project specifications.
This Sections includes dryer units suitable for both light duty & heavy duty applications.
Light duty units have covers that are constructed of die cast metal. These units are suitable for use in light industrial facilities, office buildings, warehouses, laboratories, non-psychiatric hospitals and day care centers. The metallic covers are either highly polished stainless steel, chromium plated, or have baked on enamel finishes.
Heavy duty units have covers that are of cast iron construction. These dryers are suitable for heavy industrial facilities, office buildings, schools, park & recreation facilities and other locations accessible to the public. Covers are available with chrome plating, vitreous enamel or baked-on epoxy finishes.
Only white or metallic colored covers are specified. Several manufacturers offer units in a broad selection of designer colors. Consult their respective catalogs for available colors and ordering information.
Models specified are for operation on a 115 volt, single phase 20 ampere circuit. Other voltages are available, consult manufacturers catalogs for details. 
Both senor operated and push button start units are specified. It is suggested that senor operated units be used in food preparation areas and medical service facilities for hygienic considerations. Sensor operated units typically cost between 15 & 30 percent more than comparable push button operated units.
Nozzle designs specified are of types that will thwart vandals attempts to pour liquids into dryers. Swivel type nozzles are specified to have the nozzle fixed in a downward pointing direction.
Codes, Standards, and References applicable to Warm Air Electric Hand Dryers:
National Electrical Code – Article 422.
Underwriters Laboratories, Inc. 
UL 499 Electric Heating Appliances. 
END OF INFORMATION
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