SECTION 462179 - SCREENINGS STORAGE CONTAINERS
Note that this section has only been edited for NYSOGS standardization and has not been technically edited. The designer shall make all technical edits specific to the project for this section.
This Section includes dewatering containers for the collection, storage, dewatering, and transport of wastewater screenings.
GENERAL
SUMMARY
Section Includes:
Screenings storage (dewatering) containers.
Related Requirements:
List other Sections directly related to or affecting Work of this Section. Include Sections specifying information expected to be found in this Section as well as Sections required to describe complete system or assembly requirements.
Section 055000 - Metal Fabrications: Fasteners, brackets, and other miscellaneous metal fabrications as required by this Section.
Section 460553 - Identification for Water and Wastewater Equipment: Nameplates, labeling, and identification methods for process piping, valves, and accessories.
COORDINATION
Coordinate Work of this Section with [plant operations] [Director’s Representative] <________>.
SUBMITTALS
Only request submittals needed to verify compliance with Project requirements.
Submittals for this section are subject to the re-evaluation fee identified in Article 4 of the General Conditions.
Manufacturer’s installation instructions shall be provided along with product data.
Submittals shall be provided in the order in which they are specified and tabbed (for combined submittals).
Product Data:
Submit complete information concerning dimensions, materials of construction, fabrication, and protective coatings.
Manufacturer's Certificate: Certify that [products] <________> meet or exceed [specified requirements] <________>.
Include separate Paragraphs for additional certifications.
Manufacturer Reports: Indicate that equipment has been installed according to manufacturer's instructions.
Source Quality-Control Submittals: Indicate results of [shop] [factory] tests and inspections.
Field Quality-Control Submittals: Indicate results of Contractor-furnished tests and inspections.
Qualifications Statements:
Coordinate following Subparagraph with the requirements specified in QUALIFICATIONS Article.
Submit qualifications for manufacturer.
CLOSEOUT SUBMITTALS
Operation and Maintenance Data: Submit maintenance instructions for equipment and accessories.
QUALITY ASSURANCE
Include this Article to specify compliance with overall reference standards affecting products and installation included in this Section.
In following Paragraph insert "State of New York Department of Transportation," "Municipality of ________ Department of Public Works," or other agency as appropriate.
Perform Work according to <________> standards.
QUALIFICATIONS
Coordinate following Paragraph with the requirements specified in SUBMITTALS Article.
Manufacturer: Company specializing in manufacturing products specified in this Section with minimum [three] <________> years' [documented] experience.
DELIVERY, STORAGE, AND HANDLING
Inspection: Accept equipment on-Site in manufacturer's original packaging. Inspect for damage.
Store equipment according to manufacturer's instructions.
WARRANTY
This Article extends warranty period beyond one year. Extended warranties may increase construction costs and Owner enforcement responsibilities. Specify warranties with caution.
Furnish [five] <________>-year manufacturer's warranty for screenings storage container.
PRODUCTS
SCREENINGS STORAGE (DEWATERING) CONTAINERS
Manufacturers:
Designer to provide two manufacturers and approved equivalent for all listed products.
****** [OR] ******
In following Subparagraph insert "State of York Department of Transportation," "Municipality of ________ Department of Public Works," or other agency as appropriate.
Furnish materials according to <________> standards.
Insert descriptive specifications below to identify Project requirements and to eliminate conflicts with products specified above.
Description:
Dumpster-style roll-off container, suitable for transport and dumping at designated sanitary landfill.
Internal filter panels with gravity filtering.
Operation: [Side-swing door] [Dump].
Door: Gasketed and watertight.
Capacity: <________> cu. yd..
Processing Rate: [15,000] <________> gal./day 
Wheels: Four ground wheels; [8] <________>-inch diameter; with grease fittings.
Guides: Two nose roller guides; [8] <________>-inch diameter by [6] <________> inches long; with grease fittings.
Drain Ports: Two per side; [3] <________>-inch diameter; with caps and guards.
Materials:
Floor and Body: [High-molecular-weight polyethylene (HMWPE)] <________>.
Internal Filter Panels: [Stainless steel] [Galvanized steel] [Carbon steel with protective finish] [HMWPE] <________>.
Filter Media:
Geotextile Fabric:
Non-biodegradable, [woven] [non-woven] <________>.
<________>, manufactured by <________>.
****** [OR] ******
<________>.
Accessories:
Tie-downs for tarpaulin cover.
[Cable] [Hook] lift.
Rear splash guard.
SOURCE QUALITY CONTROL
Testing: Ensure that container is watertight.
Include following Paragraph to require Owner's inspection of test at factory.
Director’s Inspection: Make completed screenings storage container available for inspection at manufacturer's factory prior to packaging for shipment. Notify Director’s Representative at least [seven] <________> days before inspection is allowed.
Include following Paragraph when reliance on fabricator's approved quality-control program is sufficient for Project requirements.
Certificate of Compliance: When fabricator is approved by authorities having jurisdiction, submit certificate of compliance indicating Work performed at fabricator's facility conforms to Contract Documents.
Specified shop tests are not required for Work performed by approved fabricator.
EXECUTION
EXAMINATION
Verify that space is available for [container] [containers] as indicated on Drawings.
INSTALLATION
Install equipment and accessories as recommended by manufacturer and as indicated on Drawings.
Verify that screenings facility is ready to receive [container] [containers].
****** [OR] ******
In following Paragraph insert "State of New York Department of Transportation," "Municipality of ________ Department of Public Works," or other agency as appropriate.
Installation Standards: Install Work according to <________> standards.
FIELD QUALITY CONTROL
After installation, inspect and test for proper operation.
Equipment Acceptance: Adjust, repair, modify, or replace components failing to perform as specified, and rerun tests.
DEMONSTRATION
Demonstrate equipment routine maintenance and emergency repair procedures to Director's Representative personnel.
END OF SECTION 462179
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